Pay attention! For the installation of the superior uprights of the shaft, SHAFT AND CAR PLAN

shall be available at least 120 mm above the highest point of the
aluminum shaft.  Practically, the indicated headroom shall be
at least 120 mm less than the actual one.
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MACHINERY CABINET
720 x 360 x 1500

MAX. DISTANCE BETWEEN POWER UNIT AND SHAFT: 0 mm
POWER UNIT HEIGHT OVER PIT: O mm

IGV SpA WILL NOT TAKE ANY RESPONSIBILITY IF IT WILL BE PRODUCED EVERY TYPE OF CHANGE NOT AUTHORIZED BY IGV ITSELF.
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Pay attention! For the installation of the superior uprights of the shaft, SHAFT AND CAR PLAN

shall be available at least 120 mm above the highest point of the
aluminum shaft.  Practically, the indicated headroom shall be
at least 120 mm less than the actual one.
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aluminum shaft.

Pay attention! For the installation of the superior uprights of the shaft,
shall be available at least 120 mm above the highest point of the
Practically, the indicated headroom shall be

at least 120 mm less than the actual one.
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SHAFT AND CAR PLAN
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= MAX. DISTANCE BETWEEN POWER UNIT AND SHAFT: 0 mm
POWER UNIT HEIGHT OVER PIT: O mm
IGV SpA WILL NOT TAKE ANY RESPONSIBILITY IF IT WILL BE PRODUCED EVERY TYPE OF CHANGE NOT AUTHORIZED BY IGV ITSELF.
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Pay attention! For the installation of the superior uprights of the shaft, SHAFT AND CAR PLAN

shall be available at least 120 mm above the highest point of the
aluminum shaft.  Practically, the indicated headroom shall be
at least 120 mm less than the actual one.
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MAX. DISTANCE BETWEEN POWER UNIT AND SHAFT: 0 mm
POWER UNIT HEIGHT OVER PIT: O mm

IGV SpA WILL NOT TAKE ANY RESPONSIBILITY IF IT WILL BE PRODUCED EVERY TYPE OF CHANGE NOT AUTHORIZED BY IGV ITSELF.
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